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R455-16 STARFLEX BLANKET HP

Product Name

/Uriin Adi/ -

Produkt R455-16 STARFLEX SILTE HP

Standard EN 13162 Thermal insulation products for buildings-Factory made mineral wool (MW) products - Specification / Isi yalitim mamulleri-
/Standart/ binalarda kullanilan-fabrika yapimi mineral yiin (MW) mamuller-Ozellikler

Standard EN 13162 Wirmedammung fiir Gebdude- fabrikgefertigte Mineralwolle (MW) Produktspezifizierung

Description Glasswool - bonded with a thermosetting resin, flexible, for thermal and sound insulation

/Tanimi/ / Cam yunu - termoset regine ile baglanmis, bikilebilen, 1si ve ses yalitimi igin

Bezeichnung Glaswolle - beschichtet mit einem ausgehértetem Harz, flexibel fiir Wéarme- und Schallisolierung

surface Facing Unfaced / Kaplamasiz

/Ylizey Kaplama/
Oberflachen-
beschichtung Technical Characteristics Test Method Units Wert oder Aussage Value or Statement
/[Teknik Ozellikler/ /Test Metot/ /Birim/ /Deger/
Thickness :
JKalinliid/ - d Dicke EN 823 mm 160
Tolerances (Tolerans) 152,0-fazlasina izin var
Length .
JUzuniuk / - | Lange EN 822 mm 4000
Tolerances (Tolerans) min.3920-max.4080
Width
/Genislik/ - b Breite EN 822 mm 1200

Product Performance /Uriin Ozellikleri/

Tolerances (Tolerans)

min. 1182-max.1205

10°C 50°C 100 °C 150 °C 200 °C
Thermal Conductivity (10 C) EN 12667
. W/(m.K 0,035 0,038 0,052 0,063 0,068
Jsil lletkenlik/ - Ao iiialeost  |EN 12939 (m-K) :
Thermal Resistance wirme- EN 12667 EN 2
/Isil Direng/ - R, ~ widerstand |12939 (m*.K)YW 4,550 4,200 3,050 2,500 2,350
; ; Feuerbe-
/F\'/re Res's;a”‘;f glaijsténdigkeit EN 13501-1 Euroclass A1
angina Tepki Smifi/ Kjasse
Maximum Service Temperature / %
Azami Kullanim Sicakligi/ EN 14708 ¢ 250
max. Betriebstemperatur
Short Term Water Absorption
/Kisa Stireli Su EN 1609 kg/m? 1=
fé\m:sz%rélflgo%sseraufnahme
Board / Blanket in Package / Levha / Silte Pakette 1
Abdeckung der Verpackun
Packing 2 2
Ambalajlama/ (m*/package) /(m %/paket)/ 4,8
Verpackung LDPE package /AYPE ambalaji/
Store in dry and well ventilated area prior to installation Vor Benutzung an einem trockenen und gut beliifteten Ort lagern
Storage /Kuru ve iyi havalandirmali yerde depolanmali/
/Depolama/ Protect from water, physical dama d di
’ ge and direct flame sources i6 i . ”
Lagerung /Su, fiziksel hasar ve alev kaynaklarindan korunmali/ VorWasser, Beschitdigungund direkter Flamme schiitzen
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